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IMPORTANT:  This engine is not equipped with a spark arrester muffler.  It is a violation of California Public Resource Code 
Section 4442 to use or operate this engine on any forest-covered, brush-covered, or grass-covered  unimproved land.  Other 
states or federal areas may have similar laws. 

This spark ignition system complies with Canadian ICES-002. 

The Engine Owner’s Manual provides information regarding the U.S. Environmental Protection Agency (EPA) and the 
California Emission Control Regulation of emission systems, maintenance and warranty. 

Keep Engine Owner’s Manual with your unit.  Should the Engine Owner’s Manual become damaged or illegible, re-
place immediately.  Replacements may be ordered per the information found in the Product Information section of the 
owner’s manual. 

The engine exhaust from this product 
contains chemicals known to the State 

of California to cause cancer, birth 
defects or other reproductive harm. 

WARNING: 
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Section 1

General Information
This Manual covers Hustler FasTrak models 928267, 928275, 928291, 928502, & 928520 .

Frequently Ordered Parts

Service Literature

Note:  When ordering parts, you must use the part number as shown for each part, not the index number. Always give 
the model and serial number to your parts and service representative.

Note:  Items sold in bulk such as seals and hoses are sold by the foot.

Using this manual

Illustrations used were current at the time of printing, but subsequent production changes may cause your machine to 
vary slightly in detail. Excel Industries, Inc. reserves the right to redesign and change the machine as deemed neces-
sary, without notification. If a change has been made to your machine which is not reflected in this parts manual, see 
your Hustler dealer for current information and parts.

PART NO. DESCRIPTION
600979 Pump Drive Belt
791335 Deck Belt 48"
789388 Deck Belt 54"
785626 Fuel Filter Honda
068478 Fuel Filter Kawasaki & Kohler
785618 Precleaner Air Filter Honda
785600 Air Filter Element Honda
780155 Precleaner Air Filter Kawasaki 21 Hp
601155 Air Filter Paper Element Kawasaki 21 HP
772111 Precleaner Air Filter Kawasaki 19 HP
772103 Air Filter Element Kawasaki 19 HP
794370 Air Filter Kohler
785634 Engine Oil Filter Honda
772079 Engine Oil Filter Kawasaki
747303 Engine Oil Filter Kohler
600976 Oil Filter ZT 2800
601124 18.50"-L-F-CW Blade
601123 16.50"-L-F-CW Blade

PART NO. DESCRIPTION
601156 FasTrak Owner’s Manual
778423 Kawasaki Engine Manual 21 HP
601158 Kawasaki Engine Manual 19 HP
785642 Honda 18 & 20 HP Engine Manual
794313 Kohler Courage Engine Manual
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Options Available From Your Dealer

Hardware Description Codes & Abbreviations

The following codes are used throughout this parts manual. Refer to this list when ordering parts.

Standard Torques

The following chart lists the standard torque values for the threaded fasteners found in this manual. Torque all cap 
screws, nuts and set screws to these values unless a different torque is shown in the Notes section next to the fastener.

NOTE:
Loctite® 592 to be used on all pipe threads.
Lubricate all grease zerks.

PART NO. DESCRIPTION
108197 54" FasTrak Mulch Kit
797704 18.50"-MUL-F-CW Blade
797712 18.50"-GAT-F-CW Blade
108223 48" FasTrak Mulch Kit
796623 16.50"-MUL-F-CW Blade
796631 16.50"-GAT-F-CW Blade

ABBREVIATION DESCRIPTION ABBREVIATION DESCRIPTION
CB Carriage Bolt MB Machine Bushing
CE Clevis Pin MS Machine Screw
CP Cotter Pin NT Nut
CN Clip Nut SC Self Tapping Cap Screw
CS Cap Screw SH Socket Head
CW Cup Washer SB Shoulder Bolt

FDRW Fender Washer SS Set Screw
FW Flat Washer OD Outside Diameter
HX Hex Head ID Inside Diameter
LW Lock Washer

SIZE FT-LBS NM SIZE FT-LBS NM
.250 8.2 11.1 M3 1 1.3
.312 17 23 M4 2.2 3
.375 30 40 M5 4.5 6.1
.438 48 65 M6 7.7 10.4
.500 73 99 M8 18.5 25
.562 105 143 M10 37 50
.625 145 200 M12 64 87
.750 260 350 M14 80 108.5
.875 420 565 M16 160 215
1.00 625 850 M20 320 435

M24 555 750
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Tractor Decals

NOTES:

INDEX NO. SERVICE 
PART NO.

MFG. PART 
NO. QTY. DESCRIPTION

1 785121 785121 1 OPERATION RIGHT DECAL
2 785139 785139 1 STEERING L.S. DECAL
3 N/A 083279 1 TURF PROD SERIAL NO PLATE
4 784710 784710 1 FASTRAK DECAL
5 727172 727172 1 'MADE IN U.S.A.' DECAL
6 782573 782573 1 FIRST ZERO TURN DECAL
7 793588 793588 1 HUSTLER NAME PLATE
8 785220 785220 1 STEERING R.S. DECAL
9 788968 788968 1 ENGINE COMPARTMENT DECAL

10 785154 785154 1 DECK HEIGHT DECAL
11 601100 601100 1 INSTRUMENT PANEL DECAL
12 791848 791848 1 FUEL INDICATOR DECAL
13 601099 601099 1 TOW VALVE DECAL
14 771436 771436 1 STABILIZER DECAL
15 600899 600899 1 PUMP BELT WARNING DECAL
16 727016 727016 1 BATTERY DECAL
17 785147 785147 1 SERVICE DECAL
18 600941 600941 1 PATENT DECAL
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54" Deck Decals

NOTES:

INDEX NO. SERVICE 
PART NO.

MFG. PART 
NO. QTY. DESCRIPTION

1 799171 799171 1 54" DECK ID DECAL
2 727453 727453 2 BELT & PULLEY DECAL
3 727438 727438 2 WHIRLING BLADES DECAL
4 727172 727172 1 'MADE IN U.S.A.' DECAL
5 785055 785055 1 STEP TREAD 3.70 X 9.00
6 781419 781419 1 BELT ROUTING DECAL
7 727420 727420 1 DEFLECTOR SHIELD DECAL

1

2

3

4

6

3

2

5

7
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48" Deck Decals

NOTES:

INDEX NO. SERVICE 
PART NO.

MFG. PART 
NO. QTY. DESCRIPTION

1 793976 793976 1 48" DECK ID DECAL
2 727453 727453 2 BELT & PULLEY DECAL
3 727438 727438 2 WHIRLING BLADES DECAL
4 727172 727172 1 'MADE IN U.S.A.' DECAL
5 794503 794503 1 STEP TREAD MINI FST DECAL
6 781419 781419 1 BELT ROUTING DECAL
7 727420 727420 1 DEFLECTOR SHIELD DECAL

1

2

3

4

6

3

2

5

7
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Assembly Pictures and Aids

General Information for all models

Instrument panel layout (FIG. 1).

Wire harness routing (all models).

Front of wire harness (FIG. 2 & FIG. 3).

FIG. 1

FIG. 2 FIG. 3

PTO CLUTCH
SWITCH

TO SEAT
SWITCH

TIE STRAP

FROM SAFETY
SWITCHES

TIE STRAP
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FasTraks with Honda engines

Wire harness, battery cable, throttle cable, and choke cable routing and tie straps (FIG. 4 & FIG. 5).

NOTE: Tie straps on rear seat support tie fuel line from L.S. fuel tank.

FIG. 4

FIG. 5

CHOKE &
THROTTLE
CABLES

TIE STRAPS

SEAT
SWITCH
WIRE

SAFETY
SWITCH
WIRES

TIE STRAP

TIE STRAPS

NEGATIVE
BATTERY
CABLE

POSITIVE
BATTERY
CABLEFUEL LINE

OIL SENSOR
WIRE
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Engine connections )FIG. 6, FIG. 7, FIG. 8, and FIG. 9).

NOTE: Route oil sensor wire between oil file tube and engine block. Index ter-
minal on wire in horizontal direction to hold wire off oil filter.

NOTE: Tie carburetor drain tubes and clutch pigtail together to clutch anchor. 
Do not tighten tie strap enough to pinch drain hoses closed.

FIG. 6 FIG. 7

FIG. 8 FIG. 9

OIL
SENSOR
WIRE

FUEL
LINE

TIE STRAP

CARBURETOR
DRAIN
TUBES

TIE STRAP

CLUTCH
ANCHOR

OIL
SENSOR
WIRE

FUEL
LINE

OIL
FILL
TUBE

THROTTLE
CABLE

CHOKE
CABLE
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FasTraks with Kawasaki engines
FOR MOWERS WITH SERIAL NUMBER 07102604 AND HIGHER.

Front of wire harness (FIG. 10). Route the 4" positive battery cable and the purple and red wires through the cable 
boot prior to fastening hardware to solenoid (FIG. 11).

Route negative battery cable and wireharness (from seat and safety switches) through hole in the right side of 
frame (FIG. 12). 

FIG. 10 FIG. 11

FIG. 12

TO SEAT
SWITCH

TIE STRAP

TIE STRAP

FROM
SAFETY
SWITCHES

NEG. BATTERY CABLE

POS. BAT.
CABLE

PUR/RED
WIRES

BOOT

WIREHARNESSNEG. BATTERY CABLE

RIGHT SIDE
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Wire harness, battery cable, and throttle and choke cable, routing and tie straps (FIG. 13 & FIG. 14) .

Clutch pigtail to clutch anchor tie strap (FIG. 15).
Safety switches and tie straps (FIG. 16)

Engine connections  (FIG. 17 & FIG. 18).

Fuel line routing (FIG. 19, FIG. 20 & FIG. 21).

FIG. 13 FIG. 14

FIG. 15 FIG. 16

FIG. 17 FIG. 18

FUEL LINE

GROUND
WIRE

CHOKE AND
THROTTLE

CABLES

TIE STRAP

NEGATIVE
BATTERY

CABLE

CLUTCH
PIGTAIL

CLUTCH
WIRE

TIE STRAP

POSITIVE
BATTERY

CABLE

FUEL LINE

TIE
STRAP

CLUTCH
PIGTAIL

TIE STRAP

SAFETY SWITCH

TIE STRAPS

OIL SENSOR
WIRE

OIL FILL
TUBE

CHOKE CABLE

THROTTLE CABLE
THROTTLE
CABLE

CHOKE
CABLE
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Be sure fuel filter does not come in contact with engine.

FIG. 19 FIG. 20

FIG. 21

LEFT
FUEL LINE

LEFT
FUEL LINE

TIESTRAP

FUEL FILTER

FUEL LINE
FROM FUEL
VALVE

FUEL VALVE

FUEL VALVE

LEFT
FUEL LINE

RIGHT
FUEL LINE

FUEL LINE
TO FILTER
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FasTraks with Kawasaki engines
FOR MOWERS WITH SERIAL NUMBERS PRIOR TO 07102604:

Wire harness, battery cable, and throttle and choke cable, routing and tie straps (FIG. 22, FIG. 23, & FIG. 24) .

NOTE: Route fuel line beneath both battery cables. Tie straps on rear seat 
support tie fuel line from L.S. fuel tank.

FIG. 22 FIG. 23

FIG. 24

FUEL LINE TIE STRAP

GROUND
WIRE

CHOKE AND
THROTTLE

CABLES TIE STRAPS

TIE STRAPS

TIE STRAP

SEAT
SWITCH
WIRE

SAFETY
SWITCH
WIRES
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Engine connections for 19 HP (FIG. 25 & FIG. 26).

Engine connections for 21 HP (FIG. 27 & FIG. 28).
FIG. 25 FIG. 26

FIG. 27 FIG. 28

THROTTLE
CABLE

CHOKE
CABLE

OIL
SENSOR
WIRE

TIE
STRAP

CHOKE
CABLE

THROTTLE
CABLE

OIL
SENSOR
WIRE
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FasTraks with Kohler Engines
FOR ENGINES WITH SERIAL NUMBERS PRIOR TO 07102604 (FIG. 29):

FOR ENGINES WITH SERIAL NUMBERS 07102604 AND HIGHER:

Front of wire harness (FIG. 30). Route the 4" positive battery cable and the purple and red wires through the cable 
boot prior to fastening hardware to solenoid (FIG. 31).

Route negative battery cable and wireharness (from seat and safety switches) through hole in the right side of 
frame (FIG. 32). 

Wire harness and battery cable, and throttle and choke cable, routing and tie straps (FIG. 33, & FIG. 34)  .

FIG. 29

FIG. 30 FIG. 31

FIG. 32

TIE STRAPS

TO SEAT
SWITCH

TIE STRAP

TIE STRAP

FROM
SAFETY
SWITCHES

NEG. BATTERY CABLE

POS. BAT.
CABLE

PUR/RED
WIRES

BOOT

WIREHARNESSNEG. BATTERY CABLE

RIGHT SIDE
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NOTE: Tie strap on rear seat support (FIG. 33) ties fuel line from L.S. fuel tank 
similar to Kawasaki engines. See Fuel line routing (FIG. 19, FIG. 20 & 
FIG. 21). on page 9-6.

Engine connection (FIG. 35).

FIG. 33 FIG. 34

FIG. 35

TIE
STRAP

FROM
BATTERY

TIE
STRAP

TIE
STRAP

CHOKE
CABLE

THROTTLE
CABLE
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Clutch pigtail to clutch anchor tie strap (FIG. 36).

FIG. 36

TIE
STRAP

CLUTCH
PIGTAIL
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Maintenance & Adjustment Safety

This safety alert symbol is used to call attention to a message intended to provide a reasonable degree of PER-
SONAL SAFETY for operators and other persons during the normal operation and servicing of this equipment.

DANGER—denotes immediate hazards which WILL result in severe personal injury or death.
WARNING—denotes a hazard or unsafe practice which COULD result in severe personal injury or death.
This manual uses two other words to highlight information. IMPORTANT calls attention to special mechanical infor-

mation and NOTE: emphasizes general information worthy of special attention.
All operators should read this manual, or be instructed about safe operating and maintenance procedures. This is 

the owner’s responsibility.
Improper use or maintenance by the operator, mechanic, or owner can result in injury. To reduce the 

potential for injury, comply with these safety instructions and always pay attention to the safety alert s symbol, 
which means DANGER or WARNING—“personal safety instructions.” Failure to comply with the instructions 
may result in personal injury or death.

Incorrect usage of this machine may result in severe injury. Personnel operating and maintaining it should 
be trained in the proper use and should read the manuals completely and thoroughly before attempting to set-
up, operate, adjust, or service this machine.

The Quick Reference Decals, located in front of and to the right of the seat, are designed to give the operator/
mechanic brief information needed in the daily operation and service of the machine. These decals are not intended to 
be used in place of this manual but instead is to be used as an extension of this manual. These decals should not be 
removed or obliterated. Replace these decals if they become unreadable. 

It is the owner’s responsibility to make certain that the operator/mechanic reads and understands this manual 
and all decals before operating this machine. It is also the owner’s responsibility to make certain that the operator/
mechanic is a qualified and physically able individual, properly trained in the operation of this equipment. Local regula-
tions may restrict the age of the operator/mechanic. 

The owner should also ensure that the operator/mechanic knows that they are responsible for their own safety as 
well as the safety of other persons within the vicinity. Remember, the operator/mechanic is responsible for accidents or 
hazards occurring to other people or their property.

Safe Maintenance & Adjustment Practices

This product is capable of amputating hands and feet and throwing objects. Always follow all safety instructions to 
avoid serious injury or death.

s Unless specifically required, DO NOT have engine running when servicing or making adjustments to tractor. Place 
control levers in the park brake position, disengage deck clutch, remove ignition switch key and disconnect the 
negative battery cable. Repairs or maintenance requiring engine power should be performed by trained personnel 
only. To prevent carbon monoxide poisoning, be sure proper ventilation is available when engine must be oper-
ated in an enclosed area. 

s Follow daily and weekly checklists, making sure hoses are tightly secured and bolts are tightened.
s Keep your machine clean and remove any deposits of trash and clippings, which can cause engine fires and 

hydraulic overheating as well as excessive belt wear.   Clean up oil or fuel spillage. Allow machine to cool before 
storing. 

s Clean flammable material from machine. Prevent fires by keeping engine compartment, battery, hydraulic 
lines, fuel line, fuel tank and operator’s station clean of accumulated trash, grass clippings, and other 
debris. Always clean up spilled fuel and oil.

s Always wear adequate ear protection, such as earplugs, when operating this equipment as prolonged exposure to 
uncomfortable or loud noises can cause impairment or loss of hearing. Do not wear radios or music headphones 
while operating the machinery. Safe operation requires your full attention.

s Never put hands or feet under any part of the machine while it is running.
s Except when changing or checking belt, always keep belt covers on mower for safety as well as cleanliness.
s Stop the engine before removing the grass catcher or unclogging the discharge chute. Never clear the discharge 

chute with the engine running. Turn off the engine and be sure the blades have stopped before cleaning. Use a 
stick to clear a plugged discharge area. Never use your hand!
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s Exercise caution when loading or unloading the machine onto a trailer or truck.
s Always wear safety goggles or safety glasses with side shields when operating the mower.
s Never leave machine unattended with ignition key in switch, especially with children present. 
s Be alert and turn the machine off if children enter the area.
s Always wear adequate eye protection when servicing the battery, hydraulic system, cooling system or when grind-

ing mower blades and removing accumulated debris.
s Use extra caution when handling gasoline and other fuels. They are flammable and vapors are explosive.
s Never refuel tractor while engine is running; never refuel near an open flame or near devices which can create a 

spark. Refuel outdoors preferably, or in well ventilated areas.
s Never attempt to start engine when there is a strong odor of gasoline fumes present. Locate and correct cause.
s Never run the engine in an enclosed area unless exhaust is vented to the outside. Exhaust gases contain carbon 

monoxide which is odorless and deadly poison.
s Never attempt to make any adjustments or repairs to the tractor drive system, mower deck or any attachment 

while the tractor engine is running or deck clutch is engaged. Repairs or maintenance requiring engine power 
should be performed by trained personnel only.

s Never work under the machine or attachment unless it is safely supported with jack stands. Make certain machine 
is secure when it is raised and placed on the jack stands. The jack stands should not allow the machine to move 
when the engine is running and the drive wheels are rotating. Use only certified jack stands. Use only appropri-
ate jack stands, with a minimum weight rating of 2000 pounds to block the unit up. Use in pairs only. Follow the 
instructions supplied with the vehicle stands.

s Before working on or under the deck, make certain engine cannot be accidentally started. Shut engine off and 
remove ignition switch key for maximum safety. Repairs or maintenance requiring engine power should be per-
formed by trained personnel only.

s Use a stick or similar instrument to clean under the mower making sure that no part of the body, especially arms 
and hands are under mower.

s Exercise caution when working under the deck as the mower blades are extremely sharp. Wearing gloves or 
wrapping the blade(s) is advisable when working around or with the blades.

s Do not touch hot parts of machine.
s Keep nuts and bolts tight, especially the blade attachment bolts. Keep equipment in good condition.
s Never tamper with safety devices. Check their proper operation regularly.
s Grass collection system components are subject to wear, damage and deterioration, which could expose moving 

parts or allow objects to be thrown. Frequently check components and replace with manufacturer’s recommended 
parts, when necessary.

s Use only genuine Hustler replacement parts to ensure that original standards are maintained

Using a ramp

s Use extreme caution when loading and unloading a unit with a ramp.
s Use only a single, full width ramp; do not use individual ramps for each side of the unit. Having a full width ramp 

provides a surface for the tractor frame to contact if the unit starts to tip backwards. It also reduces the risk of a 
wheel going off and the machine tipping over.

s Do not exceed a 15 degree angle between the ramp and the ground or between the ramp and the trailer or truck.
s When on a ramp avoid sudden acceleration 

Safety and Instruction Decals

s Specific safety warning decals are located on the equipment near the immediate areas of potential hazards. 
These decals should not be removed or obliterated. Replace them if they become non-readable.

The following illustrations show the various decals that are located on the machine. A brief explanation, for those 
requiring one, is shown to help the operator understand the meanings of these decals.
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Read Owner’s Manual and Quick Reference Decal before attempting to operate this machine.

Avoid skin contact with battery acid.
Always wear eye protection when checking the battery, acid can cause serious injury to skin and
eyes. If contact occurs, flush area with clean water and call physician immediately. Acid will also
damage clothing.
Do not allow open flame near the battery when charging.
Hydrogen gas forms inside the battery. This gas is both toxic and flammable and may cause an
explosion if exposed to flame. Always remove the negative ground first and replace it last.
Do not overfill battery.
Electrolyte may overflow and damage paint, wiring or structure. When cleaning the battery, use
soap and water. Be careful not to get soap and water into the battery. Use soda mixed in water to
clean corrosion off the terminals.
Do not remove or modify stabilizer wheels or rear engine guard or injury can result.

Keep engine and pump compartment(s) clean (especially in exhaust area) to prevent fire
and provide maximum engine and hydraulic cooling.

Do not smoke while refueling.
Do not fill tank with engine running, or while the engine is hot.
Allow engine to cool before storing machine inside a building.
Store away from open flame or spark if there is fuel in tank.
Clean up any gasoline spills.
Do not refuel while in enclosed trailer or other enclosed areas.

Never operate the mower deck with side deflector removed or in raised position, except when the
grass catcher attachment is being used.

Whirling blades! Keep hands and feet away.
Beware of thrown objects.

Keep shields or covers in place while machine is in operation.
Keep hands away from rotating pulleys and belts.

Part Number
727016

Part Number
771436

Part Number
788968

Part Number
727420

Part Number
727438

Part Number
727453
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If you lose steering control while operating the machine, place the steering control levers in the
park brake position immediately. Inspect the machine and involve your Hustler dealer to resolve
the problem before continuing to operate.
If pump belt fails, steering control will be lost. Refer to owner’s manual for inspection and
replacement intervals and refer to above paragraph for emergency procedures.Part Number

600899
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Maintenance

FIG. 37
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Viewed from top of unit
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16

2a

2b
9

4

Viewed from top of unit

1 Engine Oil Fill & Dipstick
2a. Fuel Filter (Honda)
2b. Fuel Filter (Kawasaki)
2c. Fuel Filter (Kohler)
3. Engine Air Cleaner
4. Engine Oil Drain Plug
5. Battery
6. Fuel Tanks
7. Gauge Wheel Bearing Zerks (2)
8. Engine Oil Filter
9. Deck Lift Pivot Zerks (4)
10. Park Brake Switch (2)
11. Drive Tire 
12. Deck Belt
13. Pump Belt
14. Blades
15. Engine Air Intake Screen
16. Front Gauge Wheel Tires

9

Maintenance Locator Chart
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NOTES:
1. Initial oil change is after 5 hours of operation. Thereafter, change oil after every 40 hours operation. Change more 

often under dusty or dirty conditions and during hot weather periods.
2. Torque initially and after first 2 hours of operation.
3. Change engine oil filter per the engine manufacturer’s recommendations. Refer to Engine Owner’s Manual for rec-

ommendations and other maintenance items.
4. Service more often under dusty or dirty conditions. 
5. Pump drive belt only - Inspect every 6 months or 100 hours and replace if worn or cracking is noticed. Other-

wise, replace every 200 hours or 2 years whichever comes first.
6. Check fuel line hoses, fuel valve and grommets for any cracks or leaks
7. Initial system oil and filter change must be after the first 75 hours of use or 1 year whichever comes first. Thereaf-

ter, replace filter and oil in each transaxle every 2 years or 200 hours, whichever comes first.
REFERENCES:

a-- Refer to Engine Owner’s Manual

NOTE: After completing maintenance cycle (300 hours), repeat cycle.

Introduction

Regular maintenance is the best prevention for costly downtime or expensive, premature repair. The following 
pages contain suggested maintenance information and schedules which the operator should follow on a routine basis. 

Remain alert for unusual noises, they could be signaling a problem. Visually inspect the machine for any abnormal 
wear or damage. A good time to detect potential problems is while performing scheduled maintenance service. Cor-
recting the problem as quickly as possible is the best insurance.

Clear away heavy build-up of grease, oil and dirt, especially in the engine and under the seat platform areas; min-
ute dust particle are abrasive to close-tolerance engine and hydraulic assemblies.

SERVICE AT INTERVALS INDICATED WEEKLY OR 
50 HOURS

MONTHLY 
OR 100 
HOURS

ANNUALLY OR 
300 HOURS

VERIFY SAFETY START INTERLOCK SYSTEM PRIOR TO EACH USE
VISUALLY INSPECT UNIT FOR LOOSE 

HARDWARE AND/OR DAMAGED PARTS PRIOR TO EACH USE
VISUALLY INSPECT TIRES PRIOR TO EACH USE

CHECK OIL LEVEL, ENGINE (1) PRIOR TO EACH USE OR EVERY 4 HOURS
CLEAN AIR INTAKE SCREEN (4) PRIOR TO EACH USE OR EVERY 4 HOURS

CLEAN FOAM ELEMENT (4) PRIOR TO EACH USE OR EVERY 4 HOURS
CHECK FUEL LEVEL PRIOR TO EACH USE

BLADES - SHARPEN & SECURELY FASTENED PRIOR TO EACH USE
DISCHARGE CHUTE - SECURELY IN PLACE &

IN LOWEST POSITION PRIOR TO EACH USE
CHECK HYDRAULIC OIL LEVEL DAILY

CLEAN ENGINE AND TRANSAXLE
COMPARTMENT DAILY

CHANGE TRANSAXLE OIL AND FILTER (7) EVERY 200 HOURS OR 2 YEARS
GREASE DECK HEIGHT PIVOTS X

GREASE GAUGE WHEEL BEARINGS X
CHANGE ENGINE OIL AND FILTER (1) (3) X

CLEAN CYLINDER AND HEAD FINS(A) X
CHECK BATTERY CONNECTIONS X

CHECK TIRE PRESSURE WITH A GAUGE X
CHECK HYDRAULIC OIL LEVEL X
CLEAN ENGINE EXTERIOR (A) X

CLEAN & RE GAP SPARK PLUGS (A) X
CHECK PUMP AND DECK BELT TENSION

AND CONDITION (5) X
CHECK FUEL AND HYDRAULIC LINES (6) X
CHECK FUEL VALVE AND GROMMET (6) X

TIGHTEN LUG NUTS ON WHEELS (2) X
CHANGE FUEL FILTER X

REPLACE SPARK PLUGS X
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Daily inspect mower for grass clippings and wire and string tangles. The underside of the mower deck will collect 
a build-up of grass clippings and dirt, especially when grass is wet or has high moisture content. This build-up will 
harden, restricting blade and air movement and will probably show a poorer quality of cutting. Therefore it should be 
removed routinely.

To do this it will be necessary to raise and block the deck, using jack stands or blocks, in the full up position and 
scrape the build-up from underneath.

Some repairs require the assistance of a trained service mechanic and should not be attempted by unskilled per-
sonnel. Consult your Hustler service center when assistance is needed.

Torque values

Torque values are given below:

Lug nuts only - It is recommended that these be checked after the first 2 hours of operation, initially, every 50 
hours and following removal for repair or replacement.

For all other torques refer to the various tractor parts manuals for standard torque chart. See page 21 for ordering 
information.

For engine torque values, see engine owner’s manual.

Tires

It is important for level mowing that the tires have the same amount of air pressure. The recommended pressure 
are:

Solid fill tires are not recommended for Hustler turf equipment. On any machine, with solid filled tires, the war-
ranty claim will be denied.

WARNING: Explosive separation of a tire and rim can cause serious injury or death. Do not attempt
to mount a tire without the proper equipment and experience to perform the task. Always maintain the
correct tire pressure and never over inflate. Never weld or heat a wheel and tire assembly as an
explosion may occur. Welding can weaken or deform a wheel. When inflating tires stand to one side
and not in front of or over the tire assembly. Check tires for low pressure, blemishes, damaged rims
or missing lug bolts and nuts.

Lubrication

1. Grease the front gauge wheel bearings per the Maintenance Schedule. Use SAE multi-purpose grease.
2. Grease the four deck lift pivots, located to the side of the operator’s footrest per the Maintenance Schedule. Use 

SAE multi-purpose grease.

Electrical system

The electrical system is a 12-volt, negative ground. Recommended battery size is a garden tractor BCI group U1R 
with 225 or better cranking AMP rating. A maintenance-free battery is recommended. Otherwise, follow battery manu-
facturer’s maintenance, safety, storing and charging specifications.

WHEEL (LUG) NUTS 65-75 FT.-LBS.
BLADE SPINDLE BOLT TOP 118 FT.-LBS.

BLADE SPINDLE BOLT BOTTOM 118FT.-LBS.

DRIVE WHEELS 8-12 PSI
FRONT WHEELS 8-12 PSI
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The battery is located under the seat platform. (FIG. 38)

WARNING: Battery posts, terminals, and related accessories contain lead and lead compounds,
chemicals known to the State of California to cause cancer and reproductive harm. Wash hands after
handling.

WARNING: Avoid skin and clothing contact with battery acid. Always wear eye protection when
checking the battery, acid can cause serious injury to skin and eyes. If contact occurs, flush area with
clean water and call physician immediately. Acid will also damage clothing. Do not drink the battery
electrolyte. Do not allow open flame near the battery when charging. Hydrogen gas forms inside the
battery. This gas is both toxic and flammable and may cause an explosion if exposed to flame.
Always remove the negative ground first and replace it last. Do not overfill battery. Electrolyte may
overflow and damage paint, wiring or structure. When cleaning the battery, use soap and water. Be
careful not to get soap and water into the battery. Clean the battery terminals with a solution of four
parts water and one part baking soda when they become corroded.

WARNING: Shorts caused by battery terminals or metal tools touching metal tractor components can
cause sparks. Sparks can cause a battery gas explosion which will result in personal injury. Prevent
the battery terminals from touching any metal tractor parts when removing or installing the battery. Do
not allow metal tools to short between the battery terminals and metal tractor parts.

WARNING: Incorrect battery cable routing could cause damage to the tractor and battery cables.
This can cause sparks which can cause a battery gas explosion which will result in personal injury.
Always disconnect the negative (black) battery cable before disconnecting the positive (red) cable.
Always connect the positive (red) battery cable before connecting the negative (black) cable.

Common circuit failures are usually caused by shorting, corroded or dirty terminals; loose connections, defective 
wire insulation or broken wires. Switches, solenoids and ignition components may also fail, causing a shorted or open 
circuit.

The electrical system is protected by fuses located on the right fuel tank instrument panel. FIG. 39 The fuses are as 
follows:

Before attempting any failure diagnosis of the electrical system, use a test light or voltmeter to check the battery 
voltage. If the battery voltage is satisfactory, check the cleanliness and tightness of the terminals and ground connec-
tions. A general understanding of electrical servicing and use of basic test equipment is necessary for troubleshooting 
and repair.

FIG. 38

FUNCTION SIZE TYPE

MAIN 20 AMP, BLADE-TYPE

CLUTCH/AUX 10 AMP, BLADE-TYPE

ZT2800

BATTERY

EXPANSION TANK




